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Construction
• Fixture is 20 gauge steel • Dif fus ers are 
.125" white acryl ic; oth er col ors, tex tures, and 
ma te ri als are available • Finish is textured 
powder coat polyester • Wood accents are 
stained gold en oak unless otherwise specifi ed

Electrical
• Integral multiple-lamp electronic ballasts 
are wired for four 13, 18, or 26 watt "quad" 
lamps • 120V-277V electronic bal lasts (347V 
optional)

SC 180 Series

Options

Catalog Number
Lamps

SC 180-413
SC 180-418
SC 180-426
SC 180-INC

13W (CFQ13W/G24q-1) "quad" compact fl u o res cent
18W (CFQ18W/G24q-2) "quad" compact fl uorescent
26W (CFQ26W/G24q-3) "quad" compact fl uorescent
60W T10 maximum medium base incandescent

Finish Color: Antique bronze vein: Add 
suf fi x -ABZ. Antique Copper Vein: Add 
suffi x -ACP.
Delete Wood Accents: Add suffi x -DWA.
Metal Channel Accents: Provides steel side 
chan nels in lieu of wood. Add suf fi x -MCA. 
Ballasts: 277V, 347V. Add suffi x -277, -347.

Dimming Ballasts: For SC 180-426 only: for 
use with Advance Mark X two-wire system for 
5%-100% range. For other fi xture models and 
dim ming systems, inquire with factory.
Add suffi x -DIM.
Decorative Banding: Adds detailed appearance. 
Add suf fi x -DB.
Diffusers: Alternates to standard white acrylic.
Clear sandblasted acrylic. Add suf fi x -ACR.
Other, as selected. Add suffi x -OS.

Example: SC 180-426-ABZ-277

4 lamps

20” dia. x 7 1/2”H (508 x 191mm)

SC 180-426-ABZ illustrated
with options:
Finish Color -ABZ




