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INFORMATION AND DESIGNS HEREON ARE PROPRIETARY AND CONFIDENTIAL.  THEY MAY NOT
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J2815-QUAD

SUSPENDED CEILING LETTER "Q"

JOB: QUAD THEATER

•  www.colelighting.com

SLIP JOINT

SECTION A-A
SCALE: FULL @ SLIP JOINT (TYP.)

SCALE: FULL

1-1/4"

2-3/8"

2-11/16"

3/4"

EXTRUDED ALUMINUM HOUSING

TIVOLI FLXD-WH-24
24VDC, 2.65 WATTS/FT - 101 LUMENS/FT
WHITE 4500K FLEX DIRECT LED
WITH ALUM. "U" MOUNTING CHANNEL

4-40 X 3/8" S.S. PAN PHILLIP
HD. SELF TAP. M/ SCREWS

(Held in place with VHB 2-way tape)

6-32 X 1/2" S.S. FLAT PHILLIP HD. SELF
TAP. M/ SCREWS W/ 1/8" L. SPACERS

1/8" THICK ALUMINUM

1/8" THICK ALUMINUM
INTERNAL SPLICE

SECTION DETAIL

(Welded to housing end)

STANDARD J-BOX AT 50 Lbs. CAPACITY FOR 

NICKEL PLATED 1/4-20 MALE THREAD 

CEILING (REF.)

SIDE EXIT CABLE GLIDER

FIXTURE WEIGHT AT ELECTRICAL FEED LOCATION
(BY E.C.)

5" DIA. POWER FEED CANOPY

NICKEL PLATED CABLE COUPLER WITH
1/4-20 INTERNAL THREAD
(Black oxide finish)

NICKEL PLATED OUTER RING W/ 1/8 IPS
INTERNAL THREAD (Black oxide finish)

ADJUST AIRCRAFT CABLE AS NEEDED

BLACK STRAIN RELIEF BUSHING 

ADJUST ELECTRICAL CORD AS NEEDED

(ADJUSTABLE AT TOP OF CANOPY)

STEEL MOUNTING BRACKET BAR

1/4-20 X 1" STUD

SECTION DETAIL - D @ POWER FEED / SLIP JOINT (TYP.)
SCALE: 1/2" = 1"

A

1/8" THICK ALUMINUM
TOP COVER
(Welded to housing)

1/8" THICK ALUMINUM
INTERNAL SECTION SPLICE
(Welded to one end of housing) 5"

MOUNTING DETAIL @ NON-POWER FEED (TYP.)
SCALE: 1/2" = 1"

#8 MOUNTING SCREWS
(BY E.C.)

#8 CONCRETE ANCHORS
(BY E.C.)

CEILING (REF.)

MOUNTING BRACKET BAR

1/4-20 X 1" STUD

5" DIA. NON-FEED CANOPY

NICKEL PLATED CABLE COUPLER
W/ 1/4-20 INTERNAL THREAD

146-7/8"

SLIP JOINT

51-7/16"

51-7/16"

51-7/16" 51-7/16"

SLIP JOINT

5" DIA. POWER FEED CANOPY
ELECTRICAL FEED TO REMOTE
100W., 24VDC. LED DRIVERS

5" DIA. NON-POWER FEED CANOPY
(11 PLCS.)

SECTION B-B
SCALE: 1/2" = 1"

1"

1/8" THICK ALUMINUM
END CAP
(Fastened to housing)

6-32 X 1/4" S.S. FLAT PHILLIP
HD. M/ SCREW TO HOLD
END CAP IN PLACE

1/8" THICK ALUMINUM
(Welded to housing top)

22"

22"

REMOTE BOX RB-22 (QTY. 3 BOXES)
15"12-1/4"

3"

1.) MATERIAL = 18 GA. PAINTLOK STEEL (Painted white)

1/2" K.O. (5 PLCS.)

146-7/8"

CATALOG No. J2815-QUAD (LETTER "Q")
NOTES:

16" R. (4 CORNERS)

2.) INPUT VOLTAGE = 120V. - 277V., OUTPUT VOLTAGE = 24VDC., 0-10V DIMMING LED DRIVERS
3.) CONTINUOUS ACOLYTE RIBBONLYTE 3 WATT/FT - 259.1 LUMENS/FT @ 3000K LEDs FACING

5.) SUITABLE FOR DAMP LOCATIONS

1.) FINISH = PAINT TO MATCH MATTHEWS PAINT #MP19911 PHANTOM GREY METALLIC

UPWARDS ON STRAIGHT SECTIONS ONLY
4.) CONTINUOUS TIVOLI FLEX DIRECT 2.65 WATT/FT - 101 LUMENS/FT @ 4500K LEDs FACING DOWNWARDS

DETAIL - D

SCALE: 1/4" = 1"

TIVOLI FLXD-WH-24
24VDC, 2.65 WATTS/FT - 101 LUMENS/FT
WHITE 4500K FLEX DIRECT LED
WITH ALUM. "U" MOUNTING CHANNEL

SLIP JOINT

TIVOLI FLEX DIRECT LED POWER 
FEED CONNECTOR END

TIVOLI FLEX DIRECT LED END CAP

BLACK NYLON CABLE TIE

#18/5 SJT BLACK ELECTRICAL CORD

2-11/16"

12" MAX.

- CIRCUIT #1 FOR UPLIGHT (LOAD: 66W.)

0-10V DIMMING CONTROLLERS (FOR CIRCUITS #2 UPLIGHT & #5 DOWNLIGHT)
4.) (1) RB-22 BOX WITH (2) 100W., 120-277V PRIM. / 24VDC. SEC. LED DRIVERS &

DETAIL - D (BOTTOM VIEW SHOWN)

SCALE: 1/4" = 1"
SECTION C-C (TOP VIEW SHOWN)

C C

1/8" THICK ALUMINUM
(Welded to housing top)

1/8" THICK ALUMINUM REMOVABLE
ELECTRICAL SPLICE COVER

1/8" THICK OPAL ACRYLIC DIFFUSER

SCALE: 1/8" = 1"

2.) SUITABLE FOR DRY LOCATION ONLY

(SHEET 1 OF 4)

A

TIVOLI FLXD-WH-24
24VDC, 2.65 WATTS/FT - 101 LUMENS/FT
WHITE 4500K FLEX DIRECT LED
WITH ALUM. "U" MOUNTING CHANNEL

- CIRCUIT #4 FOR DOWNLIGHT (LOAD: 60W.)

5" DIA. POWER FEED CANOPY
ELECTRICAL FEED TO REMOTE
100W., 24VDC. LED DRIVERS
- CIRCUIT #2 FOR UPLIGHT
(LOAD: 66W.)

0-10V DIMMING CONTROLLERS (FOR CIRCUITS #1 UPLIGHT & #4 DOWNLIGHT)
3.) (1) RB-22 BOX WITH (2) 100W., 120-277V PRIM. / 24VDC. SEC. LED DRIVERS &

6.) REFER TO SHEET #2 FOR LETTER "U", SHEET #3 FOR LETTER "A" & SHEET #4 FOR LETTER "D"

B

B

48"

98-5/8"

1"

5" DIA. POWER FEED CANOPY
ELECTRICAL FEED TO REMOTE
100W., 24VDC. LED DRIVERS
- CIRCUIT #3 FOR UPLIGHT (LOAD: 21.7W.)

0-10V DIMMING CONTROLLERS (FOR CIRCUITS #3 UPLIGHT & #6 DOWNLIGHT)
5.) (1) RB-22 BOX WITH (2) 100W., 120-277V PRIM. / 24VDC. SEC. LED DRIVERS &

DETAIL - D

STRAIN RELIEF

STRAIN RELIEF
TIVOLI FLEX DIRECT LED POWER 
FEED CONNECTOR END

TIVOLI FLEX DIRECT LED
END CAP (ILLUMINATED)

DETAIL - E

SCALE: 1/4" = 1"
DETAIL - E (TOP VIEW SHOWN)

SLIP JOINT

DIFFUSER
1/8" THICK OPAL ACRYLIC

SLIP JOINT

(ILLUMINATED)
1-3/16"
NON-ILLUMINATED

TIVOLI FLEX DIRECT LED POWER 
FEED CONNECTOR END
(ILLUMINATED)

1-5/16"
NON-ILLUMINATED

1/8" THICK OPAL ACRYLIC DIFFUSER

1-1/4"

3/4"

REMOVABLE SPLICE COVER W/ (1) TAB

8-32 X 1/2" S.S. PAN PHILLIP HD. M/ SCREWS
TO HOLD SECTIONS TOGETHER

1/8" THICK ALUM. BAR
TO HOLD SECTIONS TOGETHER

(ILLUMINATED)

(ILLUMINATED)

(Painted #MP19911 Phantom Grey Metallic)

(Black oxide finish)

(Black oxide finish)

(Held in place with VHB 2-way tape)
1/8" THICK OPAL ACRYLIC DIFFUSER

8-32 X 1/2" S.S. PAN
PHILLIP HD. M/ SCREW

(Held in place with VHB
2-way tape)

1/16" DIA. #304 STAINLESS STEEL
7x7 AIRCRAFT CABLE (Black oxide finish)
(ADJUSTABLE AT BOTTOM END)

1/16" DIA. #304 STAINLESS STEEL
7x7 AIRCRAFT CABLE (Black oxide finish)
(ADJUSTABLE AT BOTTOM END)

1/8" THICK ALUM. REMOVABLE
SPLICE COVER W/ (1) TAB

SCALE: 1/4" = 1"
PARTIAL ELEVATION VIEW @ CORNER SECTION (TYP.)

17" (Curved section)
22"

Weld & grind smooth

REV. 7-11-16, OPAL WAS CLEAR ACRYLIC UPLIGHT
DIFFUSER, ADDED LED IN ELBOW AREAS & CHANGED

1

1

1

1

1

1

(Held in place with VHB 2-way tape)

DIFFUSER
1/8" THICK OPAL ACRYLIC

(Held in place with VHB
2-way tape)

UPLIGHT LED FR. 4.4W/375Lm TO 3W/259.1Lm PER FT.

1
DIFFUSER
1/8" THICK OPAL ACRYLIC

(Held in place with VHB
2-way tape)

(Held in place with 2-way tape)

ACOLYTE RB243.030
24VDC, 3 WATTS/FT - 259.1 LUMENS/FT
WARM WHITE 3000K LED RIBBONLYTE

1

(Held in place with 2-way tape)

ACOLYTE RB243.030
24VDC, 3 WATTS/FT - 259.1 LUMENS/FT
WARM WHITE 3000K LED RIBBONLYTE

1

DIFFUSER
1/8" THICK OPAL ACRYLIC

(Held in place with VHB
2-way tape)

1/8" THICK ALUMINUM
(Held in place with VHB
2-way tape)

1

1

(Held in place with 2-way tape)

ACOLYTE RB243.030
24VDC, 3 WATTS/FT - 259.1 LUMENS/FT
WARM WHITE 3000K LED RIBBONLYTE

1

1

2-7/8"
2-7/8"

(Held in place with 2-way tape)

ACOLYTE RB243.030
24VDC, 3 WATTS/FT - 259.1 LUMENS/FT
WARM WHITE 3000K LED RIBBONLYTE

(11) 1.97" L. LED MODULES IN ELBOW AREAS

92" L. TIVOLI LED

(Painted #MP19911 Phantom Grey Metallic)

2

2

2

2

2

2

272" L. TIVOLI LED
FOR DOWNLIGHT
(2 PLCS.)

FOR DOWNLIGHT

2

- CIRCUIT #6 FOR DOWNLIGHT
(LOAD: 20.3W.)

- CIRCUIT #5 FOR DOWNLIGHT
(LOAD: 60W.)

REV. 7-29-16, 146-7/8" WAS 161-3/8", 98-5/8" WAS
109-3/8" & FINISH WAS PAINTED TO MATCH BENJAMIN
MOORE #BM2129-30 BLUE NOTE/MATTE - TP

22"

22"

17"

17"

17"

17"

17"

17"

17"

17"

& BUNA #004 RUBBER "O" RINGS

3
3

3

3

.125" ALUM. LED CHANNEL

3 REV. 8-4-16, RELOCATED POWER FEED CANOPIES &
SLIP JOINTS & ADDED CABLE DIMENSION - BY TP

1/8" THICK ALUMINUM
INTERNAL SPLICE
(Welded to housing end)

(SECTION Q-B)

(FOR SECTION Q-C)

(SECTION Q-A)

(SECTION Q-C)

(FOR SECTION Q-A)

(FOR SECTION Q-B)

3

6.) MINIMUM #12 AWG. ELECTRICAL WIRES FROM LED DRIVERS TO POWER-FEED
CANOPIES BY E.C.

4

4

4 REV. 8-10-16, ROTATED 90º POWER FEED CANOPIES - TP

6-32 X 3/4" S.S. FLAT
PHILLIP HD. M/ SCREW 

SLIP JOINT 
(See section detail)

CRIMP CONNECTORS
HIGH TEMP CLOSED END 

6-32 X 3/4" S.S. FLAT
PHILLIP HD. M/ SCREW 

6-32 X 3/4" S.S. FLAT
PHILLIP HD. M/ SCREW 

1/8" THICK ALUM. REMOVABLE
SPLICE COVER W/ (1) TAB

1/8" THICK ALUMINUM
REMOVABLE COVER

Weld & grind smooth (Typ.)

(J2815-QUAD-RC2)

(J2815-QUAD-RC1)

(J2815-QUAD-RC3)

BOTTOM VIEW LOOKING UP AT CEILING
SCALE: 3/4" = 1'-0"

5

REV. 11-7-16, CHG. CALL-OUT REFLECTED CEILING5
PLAN TO BOTTOM VIEW - TP

SPECIFY DIMENSION FOR
FEED CONNECTOR COVER
(REFER TO PART #1 )

SPECIFY DIMENSION FOR
FEED CONNECTOR COVER
(REFER TO PART #2 )

SPECIFY DIMENSION FOR
FEED CONNECTOR COVER
(REFER TO PART #1 )

(J2815-QUAD-RC2)

C.W. Cole & Company, Inc., 2560 Rosemead Blvd. South El Monte, CA  |  T: 626.443.2473  |  F: 626.443.9253  |  www.colelighting.com  

CUT & FINISH PAINT/ASSEMBLEWELDEXTRUDE TEST

CONCEPT

DESIGN  
ENGINEERED

C.W. Cole & Company, Inc., 2560 Rosemead Blvd. South El Monte, CA  |  T: 626.443.2473  |  F: 626.443.9253  |  www.colelighting.com  

Interior Fixture
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LINEAR LIGHT FIXTURE - UPLIGHT & DOWNLIGHT

C. W. C O L E C O N C E P T D R A W I N G
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J2815-QUAD

JOB: QUAD THEATER

SECTION VIEW

1.25"

2.875" DIA

9' 1.34"


